
01 THE FORMULA
Pride Nova is an advanced poly-organic HDOAT (heavy-duty organic-additive technology) coolant for heavy-duty diesel and mixed fleets: gasoline
and diesel, on-road and off-road. A carboxylate inhibitor blend with polymeric dispersant, scale inhibitor and buffer protects every wetted metal,
and molybdate at 300 – 500 ppm carries liner-pitting duty with no nitrite. It reaches 12,000 hours and 600,000 miles on the initial fill alone: no
SCA, no SCA filter, no fortifier.

02 REPLACES
ROTELLA® ULTRA ELC · FINAL CHARGE® GLOBAL Yellow HDOAT
FINAL CHARGE® NF · ROTELLA® NF Nitrite-free red
DELO® XLC · ES COMPLEAT® OAT Nitrite-free red

03 SPECIFICATIONS
PROPERTY PREMIX PN51Y CONCENTRATE PN84Y

Glycol Content 53 – 57% MEG 95 – 96%
Inhibitors > 3% > 4%
Color Yellow Yellow
Technology HDOAT HDOAT
pH (premix as supplied · conc. 50:50) 8.0 – 9.0 8.0 – 9.0
Freeze Point at 50% Not diluted −34°F
Freeze Point as Supplied −51°F −84°F max
Boil-Over (15 psi cap) +265°F +265°F
Premix glycol — 53 – 57% MEG plus 1 – 3% DEG.

04 APPLICATION GUIDE · 19 OEM & AGENCY LISTINGS
CATERPILLAR ELC 2.3 – 4.5

CUMMINS CES 14603 · 3666132

DAE-MAT 74602

DETROIT 93K217 · 7SE298

FREIGHTLINER 48-25878 · 22880

GM 1825M · 1899 HT

INTERNATIONAL · NAVISTAR CEMS B-1

JOHN DEERE H24A-1 · H24C-1

KENWORTH R026 · 17097

MACK 014GS 17004

MAN 324 Type SNF

MERCEDES DBL 7700 · 325.3

MTU MTL-5048 · 2000/4000

PACCAR · PETERBILT CS 0185 · 8502.002

SAE · SCANIA J1034 · 7B1451

VOLVO LISTED

COOLING SYSTEM RECOMMENDATIONS —  Always drain and flush thoroughly before refilling; top off with premix only. Dilute PN84Y with quality water only: 50% gives −34°F,
60% gives −62°F, maximum near 68%; never add water to PN51Y. DO NOT USE TRADITIONAL SCA PRODUCTS OR FILTERS  — extended-life extenders and OAT-rated filters
only. Compatible with other heavy-duty OAT, HOAT and NOAT coolants; must not be mixed with conventional antifreeze/coolant — cross-reference brands: see 02. Both grades
ship as 1-U.S.-gal jugs. Recycle used fluid and containers.

ASTM D3306 · D4985 · D5345
D4656 · D6210 · D7583

TMC of ATA RP 329 · RP 338

PC51 · C/P NOVA 51/84 · YELLOW PN51R · C/P PFC50 · C/P P500 · C/P PUG34 · C/P PO34 · RTU PXL50 · C/P PE34 · C/P PEV34 · RTU PEB34 · RTU PA34 · RTU PTP34 · RTU PRV50 · RTU CLEANER

Coastline Packaging, Inc. · 30470 Energy Dr, New Church, VA 23415 · 757-824-3831 ★ MADE IN USA ★ ·  P R I D E A N T I F R E E Z E . C O M ·  S H E E T  2  O F  1 5

H D  D I E S E L  ·  M I X E D  F L E E T

NOVA NITRITE FREE
51/84

Universal HD Extended-Life Antifreeze / Coolant · Yellow
Advanced Poly-Organic HDOAT · Nitrite-Free · NAPS-Free · Borate & 2-EHA Free
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−51°F
P N 5 1 Y  P R E M I X  ·  AS  S U P P L I E D

−84°F
P N 8 4 Y  ·  M A X I M U M  P R O T E C T I O N

600,000 MI
O R  1 2 , 0 0 0  H R S  ·  W I T H O U T  S CA  O R  F O R T I F I E R

H D O AT  ·  P R E M I X  P N 5 1 Y  ·  C O N C E N T R AT E  P N 8 4 Y

P
N

5
1

Y
P

N
8

4
Y


