
01 THE FORMULA
Pride Universal Gold is an advanced ultra-low-silicate carboxylate hybrid, the G-05 gold chemistry, holding silicate under 125 ppm so it
protects fast like a conventional coolant while the carboxylates last like an OAT. Dispersants and surface-active agents spread the
inhibitor film over every wetted part, hold back scale and lift heat transfer. A non-2-EHA formula that tops off with any color extended-life
coolant; HD diesel service requires an initial SCA or Pride Fortifier.

02 REPLACES
Chrysler & Ford factory-fill gold G-05: one jug for mixed lots running domestic,
European and pre-2010 Asian vehicles side by side. Available with precharge in
bulk orders. Not for newer Asian vehicles requiring high-phosphate, non-silicate
coolant — that is Pride Asia Plus.

03 SPECIFICATIONS
PROPERTY PREMIX PUG34 CONCENTRATE PUG84

Glycol Content 46 – 48% 95 – 96%
Inhibitors > 1% > 2%
Color Gold Gold
pH (premix as supplied · conc. 50:50) 8.0 – 9.0 8.5 – 9.5
Silicate (ultra-low) < 60 ppm < 125 ppm
Freeze Point at 50% Not diluted −34°F
Freeze Point as Supplied −34°F −84°F max
Boil-Over (15 psi cap) +265°F +265°F

04 APPLICATION GUIDE · 16 OEM & AGENCY LISTINGS
AUDI · BMW · MERCEDES BLATT 325-0, 325-2

CATERPILLAR DEAC, ELC

CHRYSLER MS7170, MS9769

CUMMINS 90TB-4, CES4603, CES14603

DETROIT 7SE298, PowerCool, PC Plus

FORD WSS-M97B51A

FREIGHTLINER 48-22880

GM 1899M, 1825M, 6277M

GSA A-A870, A-A52624

J.I. CASE · JOHN DEERE 501 · H24 A/B/C, H-5

MACK · MTU O-A 5450 · MTL5048, 5049

NAVISTAR B-1 Types I, II, III

PORSCHE · SAAB TL-774C, 774D · 6901-599

SAE J814, J1034, J1901

TOYOTA PRE-2010

VOLVO · VW G-11, G-12

COOLING SYSTEM RECOMMENDATIONS —  Always drain and flush thoroughly before refilling. Dilute PUG84 with quality water, never below 30%; maximum protection
lands near 68% glycol. Top off with premix only; never dilute PUG34. Do not mix with conventional coolant. HD diesel service requires an initial SCA or Pride Fortifier. Not
for newer Asian vehicles requiring high-phosphate, non-silicate formulas — see Pride Asia Plus. Both grades ship as 1-U.S.-gal jugs. OEM and agency coverage is listed in
04. Contains Bitrex®. No recycled antifreeze content. Recycle used fluid and containers.

ASTM D3306 · D4985 · D6210 · D1384
D4340 · D2570 · D2809

TMC of ATA RP 302 · RP 329 · RP 338

PC51 · C/P PN51Y · C/P PN51R · C/P PFC50 · C/P P500 · C/P UNIVERSAL GOLD 34/84 PO34 · RTU PXL50 · C/P PE34 · C/P PEV34 · RTU PEB34 · RTU PA34 · RTU PTP34 · RTU PRV50 · RTU CLEANER

Coastline Packaging, Inc. · 30470 Energy Dr, New Church, VA 23415 · 757-824-3831 ★ MADE IN USA ★ ·  P R I D E A N T I F R E E Z E . C O M ·  S H E E T  6  O F  1 5

P R O D U C T  B U L L E T I N
PDB-PUG34-PUG84 ·  RE V JUL 2026

C A R S  ·  L I G H T  T R U C K S  ·  F L E E T S

UNIVERSAL
GOLD 34/84
Extended-Life Ultra-Low-Silicate Carboxylate Hybrid
G-05 Gold · Non-2-EHA · Tops Off With Any Extended-Life Coolant

−34°F
P UG 3 4  P R E M I X  ·  R E A DY  TO  P O U R

−84°F
P UG 8 4  ·  M A X I M U M  P R OT E CT I O N

< 125 ppm
S I L I CAT E  ·  U LT R A- LOW,  C O N C E N T R AT E

P R E M I X  P U G 3 4  ·  C O N C E N T R AT E  P U G 8 4
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